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- omsrere Lt THE MAGNETIC SOCKET... 


Cornwell is the originator of Magnetic Sockets and have developed the sockets 
as an aid in automation for modern high speed assembly operations. CORN- 
WELL MAGNETIC SOCKETS WILL HOLD a cap screw or nut in position while 
the nut is being started and tightened thus eliminating hand starting. 


The material used in Cornwell Magnetic Sockets is of the highest quality. W 4 
have developed heat treat methods that allow a wide range of socket 
application. Our bolt clearance type socket can be used on nuts or self tapping 

cap screws thus eliminating socket change by operator who may have a variety 

of fasteners in an assembly operation, thereby speeding up the assembly and 
eliminating the cost of two different types of sockets. 


Y4'" SQUARE DRIVE MAGNETIC SOCKETS 
(Pat. No. 2720804) 


For volume control-mounting nuts 


Part No. Hex Size Socket O.D. Overall 
Length 

500 MSV yu .680 34% “ 

562 MSV Ye" 760 3" 


Note: 9/16”’ Size available in single Hex. or surface drive. 
Surface Drive Part No. $562 MSV. 


¥a"* DRIVE MAGNETIC SOCKET FOR PALNUTS 
(Pat. No. RE 24066) 


For installing Palnuts on connecting Rods 


Overall 


Part No. Surface Drive Socket O.D. 
Length 


$3218 MS %," 815 yy" 


HAND SPINTITE 
For use with Magnetic Threaded Shank Sockets 


Thread Shank Ov‘all 
Size Length Length 


MAGNETIC THREADED SHANK SOCKETS 


Provides a small diameter connection to shank for close quarter 
work. Sockets are extra hard for use on Self Tapping Screws. 


OUTSIDE-DIA. 
Part Hex Male Socket Shank 
No. nom. Thread End x 





PK32M ‘ V4-24 
PK32SM V4.24 
PK72M y Y4-24 
28 PK72SM Y4-24 


PK75M : V4-24 











SHANK-EXTENSIONS . 
44" HEX EXTENSIONS WITH %4-24 FEMALE THREAD 


’ For use with Threaded Shank Sockets 





ak Hex Thread Size Ov‘all 
No end Female End Length 
7 A B L 
4R29-T-2 yu | Y4-24 a" 
AR29-T-3 yr Y4-24 3%" 
4R29-T-6 yu Y4-24 6" 


YANKEE SHANKS 


Y4-24 Female Thread with Yankee Shank for use with Threaded 
Shank Sockets. 





SHANK THREAD OV’ALL 
DIA. FEMALE LENGTH 
YD-2T Ke Y-24 3/ 


YANKEE Nos. 35, 135, 20-1, 25, 125, and 33-H. 

MILLERS FALLS Nos. 67, 67-A, 670, and 670-A. 

GREENLEE Nos. 441 and 451. 

YD-6T % Y-24 3/ 
YANKEE Nos. 30-A, 130-A, 20-2, 26, 126, 26-A, and 126-A. 

MILLERS FALLS Nos. 61, 61-A, 610, 610-A, 430, and 830. 

GREENLEE Nos. 442 and 452. 

YD-10T 5, VY4.24 3 
YANKEE Nos. 31-A, 131-A, 20-3, 27, 127, 27-A, and 127-A. 

MILLERS FALLS Nos. 62, 62-A, 620, and 620-A. 

GREENLEE Nos. 443 and 453. 


THREADED ADAPTORS 


For Use With Power Tools 
44-24 Male Thread 


Part Type Male Male Ov‘all 
No. Retainer Sq. Thread Length 

1A5-2 Pin yy” Y4-24 z= 

1A5-4 Pin ye 4-24 33%" 


POWER TYPE SPECIAL ADAPTER 


Adapter for Chicago Pneumatic or Thor attachments for use with 
Screw Driver Bits, Threaded Type Sockets 


Tool Thread Thread Outside Overall 
No. Male End Female End Diameter Length 
1A-2 Y4.24 Y4-24 Ke" 16" 


MAGNETIC BIT HOLDER 
Licensed Under U.S. Patent No. 2,500,775 


%4"’ Hex Shank 








Part Hex : = 
No. End si 
240-M 4” 34" 
240-MA ua 24" 
Replacement Parts for 

240-M 240-MA 
240-4 Sleeve 240-4A 
240-5 Shank 240-5 
240-6 Magnet 240-6A 


HEX INSERT BITS FOR 
ABOVE HOLDERS 


Part Point 


No. ex Phillips Longin 
240-1 yeu 1 1” 
240-2 Y 3 2 
240-3 Au 3 : Bs 
240-F yu Frearson 1" 


or Reedprince. 





















































Y%4'" SQUARE DRIVE MAGNETIC SOCKETS 


Designed for use on hex head cap screws and self tapping screws. 





OUTSIDE DIA. Ov‘all Depth 
Part Hex WRENCH SIZE Socket Handle sik to 
No. Nominal Min. Max. End End "% Magnet 

B A E 
M-0206 He" .187 Se 8 312 437 916 .055 
M-0207 Veo!" .218 .222 396 437 916 .070 
M-0208 a" .250 .254 .450 .450 916 .100 
*M-0208T yy" .250 .254 .380 .450 916 .100 
**M-0208Y Vu .248 .253 .450 .450 916 .100 
***M-0208YT 4" .248 253 .380 .450 916 .100 
M-0209 Yai" .282 .286 .470 .490 I16 115 
M-0210 He" 313 318 525 525 916 115 
**M-0210Y Ho" .307 314 525 525 916 115 
M-0211 Mo" 345 .350 wal.” 531 916 125 
M-0212 4" 376 381 615 615 I16 125 
M-0214 Ke" 437 443 .680 .680 916 .140 
M-0216 yy" 501 506 745 745 916 .140 





*Thinwall socket. 
**Denotes 5 degree internal taper for undersize screw heads. 
***Combination thinwall and 5 degree internal taper. 





MAGNETIC SPRING TYPE SOCKETS 4° SQUARE DRIVE 
(Patent No. R. E. 24066) 
Bolt clearance sockets for driving hex nuts. 
Cornwell bolt clearance sockets are designed so the magnet contacts the nut thereby allowing 
maximum magnetic strength to hold the nut. The magnet is installed so it will retract into the 
socket, on return the magnet stops at a fixed position thereby controling the depth of the hex 
opening. Magnet will retract for bolt clearance to 44”. 





OUTSIDE DIA. Ov‘all Depth 
Part Hex WRENCH SIZE Socket Handle meee to 
No. Nominal Min. Max. End End "s Magnet 
B A E 
MS-0208 ye .252 .257 .390 .490 ri .120 
MS-0209 Yo!" .284 .289 437 .490 is 120 
MS-0210 a" 315 321 474 74 2 .150 
MS-0211 M4" .347 353 525 525 2" .170 
MS-0212 ye" .378 .384 542 542 Ke .185 
MS-0214 446 615 a 








¥3‘" SQUARE DRIVE MAGNETIC SOCKETS 


Designed for use on hex head cap screws and self tapping screws. 


OUTSIDE DIA. Ov'all Depth 
Part Hex WRENCH SIZE Socket Handle L sear! to © 
No. Nominal Min. Max. End End — Magnet 
L 
B A E 
M-2210 6" 313 318 .500 .740 Wy" .130 
Taper 






































**M-2210Y Ke" 307 to .314 .500 .740 1%” .130 
M-2212 %" .376 381 .625 .740 1%” 155 
Taper 
**M-2212Y 4%" 370 to .379 .625 740 1%” .155 
M-2214 Ke" .438 443 .740 .740 146" .190 
M-2216 vA" 501 .506 .865 .865 46" .220 
M-2216H yy” 501 .506 .780 .780 V6" .220 
M-2216L yu 501 .506 .750 .750 Wy” .220 
M-2218 Ke" 563 .568 937 Var Wy" .270 


**Denotes 5 degree internal taper for undersize screw heads. 


MAGNETIC SPRING TYPE SOCKETS %’. SQUARE DRIVE 
(Patent No. R. E. 24066) 
Bolt clearance sockets for driving hex nuts. 
Cornwell bolt clearance sockets are designed so the magnet contacts the nut thereby allowing 
maximum magnetic strength to hold the nut. The magnet is installed so it will retract into the 
socket, on return the magnet stops at a fixed position thereby controling the depth of the hex 
opening. Magnet will retract for bolt clearance to 4%”. 











OUTSIDE DIA. ii Depth 
Part Hex WRENCH SIZE Socket Handle : anil to 
No. Nominal Min. Max. End End _ Magnet 
L 
B A E 
MS-2212 %" .378 .384 .568 .750 2," .190 
MS-2214 Ki" .440 446 .740 .740 24" 215 
MS-2216 Vdd 504 510 812 812 24" .235 
MS-2218 Ke" 566 .573 875 875 2," .350 
Ys" SQUARE DRIVE MAGNETIC SOCKETS 
For hex head cap screws and self tapping screws. 
: OUTSIDE DIA. Ov‘all 
Part Hex WRENCH SIZE Socket Handle L h 
No. Nominal Min. Max. End End angt 
B A . 
M-3212 %" 376 381 .650 .927 Wy" 
M-3214 Ke" .438 .443 755 .927 Ae 
M-3216 yy" 501 .506 .870 .937 ih” 
M-3218 i 563 568 975 975 Wy” 





WE MAKE MAGNETIC SOCKETS FOR SPECIAL APPLICATIONS, 
INCLUDING MULTI-SPINDLE NUT RUNNING MACHINES. 








